TOSHNIWAL CABLES

G-2 MAHALAXMI APARTMENT, MAHADEV NAGAR

GANDHI PATH, VAISHALI NAGAR, JAIPUR-302 021 (INDIA)

PHONE/FAX: 0141-2352217, 4028708 E-MAIL: toshniwaln@gmail.com
WEBSITE: www.toshniwalcables.com
Our ref: J01/CIR-1



MANUFACTURING PROGRAMME

Our manufacturing programme covers an extensive range of COMPENSATING CABLES/THERMOCOUPLE EXTENSION CABLES, INSTRUMENTATION CABLES, SIGNAL CABLES, CONTROL CABLES and POWER CABLES as follows:

*
Single pair and multipair armoured/unarmoured, screened/unscreened compensating cables/thermocouple extension cables conforming to IS, ANSI, BS, GOST, NF, JIS and other International Standards or tailor-made to meet specific requirements.

*
Screened cables and signal cables conforming to IS: 5608 and International Standards.

*
Tailor-made armoured/unarmoured, screened/unscreened instrumentation cables and signal cables to meet specific requirements.

*
Miniature screened/unscreened instrumentation cables and telecommunication cables to meet specific requirements.

*
Cables with FIRE RETARDANT LOW SMOKE (FRLS) CHARACTERISTICS for use in fire prone areas.

*
Special cables with critical values of capacitance, inductance and L/R ratio for USE IN EXPLOSIVE ATMOSPHERES.

*
Polyethylene insulated cables as per IS: 1596 or tailor-made as per specific requirements.

*
Control cables with copper conductors conforming to IS: 1554 (Part-I) and IS: 694 or tailor-made as per specific requirements.
*
High temperature, NON-FLAMMABLE, moisture resistant, abrasion and chemical resistant Teflon (PTFE) insulated tailor-made cables for use in ambient temperature upto 260(C.

*
Rubber insulated cables as per IS: 9968.

*
High temperature asbestos insulated cables for use in ambient temperature upto 200(C.

*
High temperature fibre glass insulated cables for use in ambient temperature upto 400(C.

*    HIGH TEMPERATURE NON-FLAMMABLE POWER/ CONTROL/ SIGNAL/ COMPENSATING CABLES. 

Your enquiries are solicited.
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